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Engineered Fluid Transfer Couplings

Dry disconnect couplers and adapters, safety breakaways, fluid 
nozzles, API couplers, vapor recovery couplers, 
pipe caps, drop elbows, swivel joints, railroad 
unloading assemblies, ADS fluid controls

Clamps

Worm gear clamps, t-bolt clamps, single and double 
bolt clamps, spiral clamps, clamp hand tools, single 
and double ear clamps, band clamps

Cam & Groove

Dixon®, Boss-Lock, EZ Boss-Lock, EZLink®, swaged-on, phonograph 
finish, reducing couplers, adapters, gaskets, 
replacement handles, accessories, Strap-Grip

Pneumatic Fittings

Sand blast couplings, Surelock™ hose ends, Dix-Lock®  
Dual-Lock, Air Chief industrial and automotive 
male and female fittings, Parker E-Z mate 
industrial couplers, air brake fittings

Hydraulic Couplings, Adapters, and Valves

Couplings, food grade couplers, dust caps and plugs, threaded 
plugs, hose barbs, extension plugs, push-loc barbs, blowout 
prevention safety couplers, wingstyle threaded 
couplers, connectors, elbows, tees, bolt flanges, 
pipe and tube clamps, high-pressure valves

Pneumatic Accessories

King safety cables, air receiver manifolds, FRL's, 
blow guns, gauges, thermometers, air tool 
lubricant, mufflers, vents, manifolds

Before purchasing Dixon® products, you should be aware
and make your customers aware of certain warnings.

Such warnings are found on page 1103 and the inside back cover of the catalog.

WARNING
DIXON VALVE AND COUPLING COMPANY, LLC (herein called "Dixon") warrants the products described herein and manufactured 
by Dixon to be free from defects in material and workmanship for a period of one (1) year from date of shipment by Dixon under 
normal use and service. Its sole obligation under this warranty being limited to repairing or replacing, as hereinafter provided, 
at its option any product found to Dixon's satisfaction to be defective upon examination by it, provided that such product shall 
be returned for inspection to Dixon's factory within three (3) months after discovery of the defect. The repair or replacement 
of defective products will be made without charge for parts or labor. This warranty shall not apply to: (a) parts or products 
not manufactured by Dixon, the warranty of such items being limited to the actual warranty extended to Dixon by its supplier; 
(b) any product that has been subject to abuse, negligence, accident, or misapplication; (c) any product altered or repaired by 
others than Dixon; and (d) to normal maintenance services and the replacement of service items (such as washers, gaskets, 
and lubricants) made in connection with such services. To the extent permitted by law, this limited warranty shall extend only 
to the buyer and any other person reasonably expected to use or consume the goods who is injured in person by any breach of 
the warranty. No action may be brought against Dixon for an alleged breach of warranty unless such action is instituted within 
one (1) year from the date the cause of action accrues. This limited warranty shall be construed and enforced to the fullest 
extent allowable by applicable law.

Other than the obligation of Dixon set forth herein, Dixon disclaims all warranties, express or implied, including but not limited 
to any implied warranties of merchantability or fitness for a particular purpose, and any other obligation or liability. The 
foregoing constitutes Dixon's sole obligation with respect to damages, whether direct, incidental, or consequential, resulting 
from the use or performance of the product.

Some products and sizes may be discontinued when stock is depleted or may require a minimum quantity for ordering.

Copyright
Copyright © 2021 by Dixon Valve and Coupling, LLC

All rights reserved. This book is copyrighted material. Use, reproduction or copying of it by anyone other than Dixon® is strictly 
forbidden without its express written consent.

About This Catalog and Our Products
This catalog is intended as a product offering. It is not a user or technical manual. Information in this catalog is subject to 
change without notice. We may modify product design and specification without notice and without any obligation to modify 
or substitute products previously purchased. All users and distributors of products sold through this catalog are strongly 
encouraged to contact Dixon with questions on use, compatibilities, coupling procedures, and life of product. Our full-time 
engineering and test staff are always available to recommend uses and to assist distributors and users with questions.

Limited Warranty

Safety

NOTE: Reasonable care has been taken in preparing this catalog. Dixon Valve & Coupling Company, LLC reserves 
the right to make corrections.

Trademarks

Delrin® and Zytel® are registered trademarks of E.I. duPont Nemours and Company.

Kalrez® is a registered trademark of DuPont Dow Elastomers.

All other trademarks appearing in the Dixon illustrated price list are the property of their respective owners.

Safety logos, which appear throughout our catalog, are used as a reminder that the user should carefully review for the 
appropriateness of the product for the media, application, and environment in which it will be used.

NOTE: Because of the health hazards associated with contamination and lead content in drinking water systems, Dixon 
couplings, unless otherwise specifically approved, are not recommended for potable water service and should not be used in 
applications where drinking water will contact the wetted surfaces of the coupling.

All Dixon products are shipped in cartons with the following warning:
"WARNING: This product contains lead, a chemical known to the State of California to cause cancer and birth defects or other 
reproductive harm."
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King Crimp® Fittings

Male and female fittings, ferrules and crimp 
sleeves, combination nipples, couplers, coupling 
inserts
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Shank Water Fittings Washdown and Garden Hose Accessories

Brass Fittings

Holedall® Fittings

Hose stations, nozzles, garden hose fittings, shank fittings, 
ferrules, crimping tools, pressure gun and 
accessories, grease whip assemblies, push-on 
fittings, short shank fittings

Menders, nipples, suction couplings, foot valves, 
strainers, skimmers, long and short fittings, spray 
hose couplings, quick connects, inserts

Menders, nozzles, quick-connects, hose, swivels, 
hose barbs fittings, forged valves, couplers, coil 
hose, screens, straight through's

Rams, Holedall externally swaged fittings, flanged assemblies, 
Holedall internally expanded fitings, sanitary 
fittings, Holedall petroleum fittings, petroleum 
coupling expanders

Boss ground joint and washer type couplings, male 
and LP stems, Boss clamps, air hammer fittings, 
hammer unions
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Valves

Ball valves, mini ball valves, industrial wafer 
ball valves, nozzle valves, butterfly valves, 
flow control valves, needle valves

Safety and Technical

Dixon hose coupling workshop, SOS van, safety information, 
corrosion resistance of coupling material, 
thread information, flange dimensions, 
conversion charts

Fire Hose, Fittings, and Accessories

Hose, reels, connections, wrenches, hydrant adapters, 
swivels, nipples, valves, thermoplastic, 
nozzles, Storz fittings, LDH hardware

Plastic Fittings and Tubing

Quick disconnect fittings, PVC tubing, tubing 
cutters, Tuff-Lite® nylon and polypropylene hose 
fittings, acetal fittings, push-in fittings

Index

Part number and product description index

PTFE Hose and Fittings

Nominal fittings, true I.D. fittings, smooth bore PTFE conductive 
and non-conductive hose, open pitch convoluted 
hose, heavy wall true I.D. smooth bore hose
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Sanitary / Hygienic Fittings

Clamp fittings, weld fittings, bevel seat fittings, John Perry, Q-
Line and I-line fittings, buttweld fittings, tube 
O.D. fittings, hangers, ball valves, butterfly 
valves, check valves
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Pipe, Weld, and Tube Fittings
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Tank Truck Fittings Maintenance and Repair

Dixon Retail Displays

Retail displays for pressure washer, garden 
hose, pneumatic, hydraulic, and outside air 
products

Tight and loose fill couplers and adapters, shank couplings, pipe 
caps, sight flow indicators, reducers and adapters 
for tank trucks, hose swivels, hose nozzles, rack 
cords, dry disconnects, nozzles

Thread tape and sealant, hydrostatic test 
pumps, spill kits, grease whip hose 
assemblies and fittings, oxy-acetylene fittings, 
torque wrenches

NPT threaded pipe fittings, pipe nipples, swage nipples, 
hammer unions, instrumentation fittings, SAE 
flare fittings, push to connect fittings
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